SPN405

320 kg Modular Ice Machine

Complete range:

Technical features

» Electronic control

» Stainless steel bodywork - scotch brite
* Air or water cooled

* Direct trasmission

* Easily accessible components

Low power and water consumption
Reduced dimensions

» Continuous production

Matching bins

Machine Bins kg

SPN 405

* Other bins available

Voltage
230/50/1 Standard version

Technology and Certifications
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Type of ice

Flake ice

Residual water content 15 %

Machine dimensions

Net size WxDxH 538 x 663 x 650 mm

Net weight 78 kg
Shipping size WxDxH Ox0Ox0Omm
Shipping weight 87 kg

Factory 12 Sandown Square
56 Smith Rd Springvale Vic 3171

www.frostline.com.au
(03) 9562 4400



SPN405

320 kg Modular Ice Machine

Complete range: SPN255 - SPN605 - SPN1205

REAR VIEW SIDE VIEW FRONT VIEW
663 mm (26 1/8") @
imm TTEmm o 116 mm @916 538 mm (21 3/16")
(31/4") (49/16") o
@—_'i.__.. P 82 mm (3 1/4")
© 5
: .
5 2 g
=] £
© o €
Z [«]
£ § 8
£ —
2 e
g H #
£
::\r\ :E g g g 40 mm (1 9/16") 5 >mm (3/16”)‘
z| 3 2| 5 ¢
£ = By = z TOP VIEW 152 mm (6")
E| | €| g| € 3
= = £
2 2| 5| ®| = 564 mm (22 3/16") ®
L 1. CORD SET .
) 49 mm (1 15/16") S
DR OO 2. 3/4" GAS WATER INLET =
3. 3/4” GASWATERINLET ~ FRONT = <& —ic
WATER COOLED ONLY \\tggé\ a2 S |E
4. 3/4" GAS WATER OUTLET £ _ ”o«; E <
WATER COOLED ONLY § 5 \< 5 £
5. @ 20mm WATER OUTLET B & 8 g
6. ICE EXIT BACK SIDE Eg 4 |
= L
7. ICE EXIT RIGHT PANEL SIDE o
8. MIN. FOR UTILITY CONNECTIONS
9. ICEEXIT BOTTOM SIDE
DRAINAGE PER GRAVITY AT TIT16), 94ir (3 1116") ®
- S — - .
- - — Minimum | Maximum
g | —
_:_ q - P o o
- = ‘ Air temperature 10°C 43°C
—
-
. » UG - l | Water temperature 5°C 38°C
Water pressure 1 bar 5 bar
—_—— Electrical voltage -10 % +10 %
o ===
—— —— T T
—_———= 2;; Specifications and design
_———— =_£§ are subject to change without notice
— S — —_ -~
§=§=: -~ J;
s —_— ——
T e S— — -
— — — ”
e — — —t ﬁ
“§‘ 1
~=*~\'
T ——

Factory 12 Sandown Square
56 Smith Rd Springvale Vic 3171

www.frostline.com.au
(03) 9562 4400




